GAS ALARM SYSTEMS

PERFECT SOLUTIONS IN GAS DETECTION

CO; GARD - AIRQUALITYCONTROLLER

ANALOG + DIGITAL TRANSMITTER
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The detector of air quality IAQ-X is a favourable, high-level and low-maintenance CO; *
VOC transmitter, which is based on the latest bio semi-conductor technology. The transmitter
detects the concentration of carbon dioxide and VOC in the air and sends a proportional
and linear analog signal of 0-10V or a digital signal RS485/ModBus. With its various options,
the CO, GARD is applicable for almost every range of application. Additionally there are
a lot of integrated options for temperature measurement and requlation.

It is also possible to requlate the indoor temperature with 3 sequences (heating, venting,
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Manifold Application - Reliable Technology - Low Costs

Safety for building automation and industry




GAS ALARM SYSTEMS

AN ALOG * D I G ITAL The IAQ-X is an extremely low-cost sensor for the control of indoor climate or other processes, where values
of the concentration of carbon dioxide or volatile organic compounds (VOC), as well as analog or digital values

TRANSMITTER of the temperature are needed.

By adjusting the air rate with the speed control of ventilation as well as the air concentration to the demand,
a considerable saving of energy will be effected at a comfortable and healthy indoor climate.

The IAQ-X contains - among other options - the following highlights:

Measurement range: O - 2000 ppm CO2 + VOC
Internal automatic self-diagnosis with auto calibration
Standard Maintenance rate: 5 years
housing Analog output: OUT 1: 0 -10 V (O - 2000 ppm CO2 /VOC)
Digital interface RS 485 (ModBus)
Seguence requlation (max. 3-ary e.g. heating / venting / cooling)
Housing with
set point setter Optional:
Analog output: OUT 2: 0 -10 V (O - 50°C)
Active or passive temperature measurement (OEM-temperature sensor)
Two digital outputs
Housing with Temperature requlation with Potentiometer
set point setter and switcher Digital interface RS 485 (ModBus), BacNet
Status LED
Operation mode (eco - night - off, etc.)
Housing for duct mounting
Housing for
air channel mounting

Please have a look at our other products:

SENSORS ATEX / CESI SENSORS SENSORS CONTROLLER SINGLE POINT CONTROLLER WARNING SIGNS

DETAILLED INFORMATION ABOUT CONTROLLERS, PORTABLE DEVICES AND ACCESSORIES
as well as other applications like cellar systems, laboratories, offices and many more,
including a great variety of downloads you can find on our website.
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